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Abschnitt mini MACE 
 
Teil 8 (eine Seite): mini MACE Layout / Aufbau 
 
mini MACE   
 
The mini MACE is an autarkic complete system equipped with internal combustion engine, Abrasive Mixing 
Unit (AMU) and high pressure pump for accessing and deactivating Improvised Explosive Devices (IED).  
 

 Suitable for IEDD 
 450 bar 
 Applicable with or without ROV 
 Evidence preservation 
 Up to 300 m distance from UXO    

 
Indeed, the mini MACE can be used with or without Remotely Operated Vehicle (ROV). Thanks to small, mobile 
cutting tables such as the lightweight 2-axis cutting table or the circular cutter, circular or linear cuts can be 
made into flat or upright objects. Using vacuum cups and flexible rails, these can be deployed in any conditions: 
on smooth surfaces such as cars and glass panes or, with special glue, on rough surfaces too. 
 
The mobile WAS cutting system can be remotely operated – the control point may be up to 300 metres from 
the cutting action visually controlled by an optional camera system. The nozzle may be hydraulically or 
electrically controlled. Electrical power is supplied by its own portable generator or by battery pack. 
 

System configuration mini MACE 
 
Abbildung System configuration ähnlich wie im alten Prospekt (Offene Fragen: Brauchen wir 3D Zeichnungen, weil sonst 
Wiederholung der Abbildungen und keine Einheitlichkeit mit der Abbildung bei MACE? Die Abmessungen hier weglassen oder bei 
der MACE Abbildung auch einfügen?)   

 
  




